
 

Wood
JCART01

Structure, Laminated wood: scandinavian laminated pine wood treated in autoclave
Class IV. Finished with two layers of Lasur paint. In case of being subjected to bad weather
conditions, laminated pine wood can present some tiny cracks on the surface that do not
reduce its durability at all. As regards resin and knots, please note that these are part of its
natural appearance.

Ref. A B C

JCART01 600x600 1824 110

Project sheet | CAD | Catalogue | 3D | Mounting instructions | HD image
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https://benito.com/en/download/JCART01_FP.pdf
https://benito.com/en/download/planol-cad-jcart01
https://benito.com/en/download/cat-benito-urban
https://benito.com/en/download/cat-benito-urban
https://www2.benito.prv/a33136a9-b883-4277-a86f-2b42185c3662
https://benito.com/en/download/plantilla-cartel-fitness
https://benito.com/en/download/plantilla-cartel-fitness
https://benito.com/img/productes/imgProducte/JCAR01-1400.png


Materials:

Panel: methacrylate.

Metallic parts: stainless steel AISI-304, hot-dip galvanised steel and aluminium.

Fixings: electro galvanised and stainless steel quality 8.8 DIN267, AISI-304.

Fixation: in hard ground with a stainless steel anchoring system in or embedded 100mm in concrete. In soft ground buried 400mm.

None of the materials requires a specific treatment for its disposal.
If the product is subject to severe use, maintenance should be increased.
Don’t use the product before the installation/maintenance is ready.
Please check the maintenance instructions.

Spare parts availability: 10 years.

 

Minimum information required in the signs according to EN1176-7:2020 standard

In the PLAYGROUND AREA, there must be a clearly visible sign (pictogram, graphic symbol) including the following information:

Emergency telephone number
System or method to contact with the maintenance staff (telephone, email, web)
Name of the playground area
Address or GPS location of the playground area
Any other useful information at local level, if necessary

Minimum information required in the signs according to EN16630:2015 standard

In the FITNESS AREA, there must be an information sign (pictogram, graphic symbol) including the following information:

Equipment for young or adult users measuring more than 1.40m
Read and follow the instructions contained in the signs
Before using the equipment, users need to take into account their own aptitudes from a medical point of view
Excessive efforts must be avoided while using the equipment
Emergency telephone number
System or method to contact with the maintenance staff (telephone, email, web)
Address or GPS location of the playground area

Ground anchoring screws not included.

Alternatives:

JCART02
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https://www.benito.com/en/playground-and-sports-equipment/fences-and-boards/metal--JCART02.html
https://www.benito.com/en/playground-and-sports-equipment/fences-and-boards/metal--JCART02.html

